ERWEKA-Auto Friability tester -PT F20E (SI. No: 18048) 


PRECAUTIONS 


*“7-ef 


Please pay attention that no article of the clothing or long hair will come into the rotating drum or the drum shaft. 
Do not open the electrical compartment due to the risk of shock and allow only trained personnel to do so. 
When tightening the locking nut, ensure that it is not over tightened since this can cause damage to the drum. 


Do not use cleaning compounds containing ammonia or abrasive cleaners to clean the plastic drum since such 
compounds may damage plastic, causing it to crack and fracture. 





@ For tablets with a unit mass equal to or less than 650mg, a sample of tablets corresponding as near as possible to 
6.5g is to be used whilst for tablets with a unit mass greater than 650mg, a sample of 10 whole tablets is to be used. 

@ According to the British Pharmacopoeia, 100 rotations are considered to be the standard number of rotations to be 
used for each test. 

@ According to the British Pharmacopoeia, a maximum loss of mass not greater than 1.0 per cent is considered 
acceptable for most types of tablets. 

OPERATING PROCEDURE. 

@ Switch the instrument on by the on/off switch located on the rear pane! 
Before operation the instrument must be at the correct operation temperature. . 
Switch-on the instrument approx. 10 minutes before starting a test fa B 

Touch-sensitive Keypad Tea 

@ Operation will be done by an alpha-numeric touch-sensitive foil-keypad with LCD 
display located in the front of the instrument. 

¢ To enter figures follow 0- 9. ma 

@ The F1, F2 and F3 keys have the functions as indicated on the LCD-Display. 

@ Enter 

@ To correct actual settings in the input field move to the appropriate position with the <CL> key. 

@ All data inputs are supported by a beep tone. The beep tone confirms that the command has been accepted and 
Carried out. 

Test Run Time 

¢ Two modes of operation are available either based on (a) time (hours, minutes and seconds) or (b) number of drum 
revolutions. Maximum time: 9 hours, 59 minutes, 59 seconds. Maximum revolutions: 99999. 

@ The pre-set time is permanently retained in the memory until a new time setting is input. 

¢ Press key <F2> for G/T to adjust time mode or revolution mode. 

e Enter a test run time via the numeric keys starting with hrs. E.g. test run time is 1 hr., 15 min. Press key <1> and 
confirm with <ENTER>. 

® The current position being set is indicated by "blinking". Enter 15 and confirm with <ENTER>, enter the seconds and 
confirm with <ENTER>. 

e Number of revolutions are entered by means of the numeric keys. Confirm the settings with <ENTER>. 

e Number of revolutions are entered by means of the numeric keys. Confirm the settings with <ENTER>. 

RPM s 

¢ Driving speed is infinitely adjustable from 20 to 40 min-1 

¢ Press key <F3> to adjust a speed value. y 

¢ Enter the requested speed by means of the numeric keys and press <ENTER> to confirm. The instrument returns to 
the main menu. 

e Pre-set test run time (nominal), elapsed test run time (actual) and actual speed value are indicated on the display. 

@ Press key <F2> to stop a test run. 
On completion of the test run time the instrument stops. 

e Press key <F1> to start the emptying function whereupon the drum runs three revolutions in reverse automatically 
emptying the contents of the drum into a collecting vessel. 

MAINTENANCE 

¢ Routinely check drums for signs of cracks or chips. 

¢ Inspect electrical connections for signs of corrosion and damage. | 

¢ Immediately wipe any spills from the exterior of the equipment using a moistened clean cloth. 

¢ Clean drums thoroughly after each use using deionized water and dry with a soft cloth, 
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